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DK40K

Quality Construction

Wall Vent J-Block For Faster, Cleaner Installs On All Siding Types 

Simplifies Installation
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VentDock eliminates the need to cut and frame 
the mounting area, saving time on the jobsite 
and streamlining installations for stronger, more 
consistent results.

Its two-piece telescoping design snaps together 
securely and adjusts to fit common siding profiles 
from 5/8” to 1”, creating a clean transition from 
siding to vent. Made in 

the USA

DK40B

DK40T

DK40W

Designed specifically for use with InOvate® 
DryerWallVent® and FreshVentTM 4-inch 
terminations, VentDockTM provides a rigid 
mounting surface for precise, professional          
wall vent installations on siding. 

•	 A seamless transition from siding to vent
•	 Makes alignment easier and consistent
•	 Conceals unfinished siding edges
•	 Weep Holes help deter water intrusion
•	 Works with all siding types
•	 Easy to install

Applications

Key Benefits

Engineered from UV-stabilized high-density 
polyethylene (HDPE), VentDock delivers weather-
resistant performance for reliable protection 
against the elements.

888-443-7937	 PremiumWallVent.com/J-Block



Technical Product Specifications

Front

General Information
Benefits:
• A rigid mounting surface for wall vent
  installation on siding
• Faster, consistent installations
• Conceals unfinished siding edges
• Weep holes deter water intrusion

Features:
• Specifically for 4-inch wall vents, such as
  DryerWallVentTM and FreshVentTM

• Faster, more accurate installations in all   
   siding types

 

Performance Data

Product Use:
• Provides a rigid mounting surface for precise 
wall vent installation on siding

Material:
• High-density polyethylene (HDPE), a 
material known for exceptional durability and 
performance to withstand the elements

Made in the USA

Model Number Color
DK40W White
DK40T Tan
DK40B Brown

DK40K Black

Back Plate
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Manufactured By

InOvate®
250 S. Central Blvd. Suite 207
Jupiter, FL 33458
Telephone: 561-743-8696
Fax: 561-745-9723
https://PremiumWallVent.com/J-Block


