
Ultra Quiet Ceiling Exhaust Fans
CEP SERIES

DUCT VENTILATION
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Ultra quiet.•
High performance and efficiency.•
Permanently lubricated 120V motor with overload disconnect.•
6” Poly Collar with built in backdraft damper.•
Premium low profile poly grille.•
ETL listed for tub and shower when connected to a GFCI.•
Plug and Play accessories.•

Canarm’s CEP fans are ultra quiet and easily customizable using plug and 
play accessories. 

FEATURES

FAN CURVES

ACCESSORIES DIMENSIONS

PERFORMANCE SPECIFICATIONS
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Humidistat•
Motion Sensor•
Speed Control - internal or remote•
Light Kit•
Ceiling Radiation Damper•

13" 14"

8/ 5 7
"

11-3/8" 10-1/2"

CEP80
0.45

0.40

0.35

0.30

0.25

0.20

0.15

0.10

0.05

0.00 20 40 60 80 100 120 140

Fa
n 

Pr
es

su
re

 (i
nc

he
s 

w.
g.

)

Fan Flow Rate (CFM)

W
atts

1.0

2.0

3.0

4.0

5.0

6.0

7.0

8.0

9.0

10.0

CEP110
0.60

0.50

0.40

0.30

0.20

0.10

0.00 20 40 60 80 100 120 140 160 180

Fa
n 

Pr
es

su
re

 (i
nc

he
s 

w.
g.

)

Fan Flow Rate (CFM)

W
atts

2.0

4.0

6.0

12.0

8.0

14.0

16.0

10.0

CEP150
0.90

0.50

0.40

0.70

0.80

0.60

0.30

0.20

0.10

0.00 20 40 60 80 100 120 140 160 200180

Fa
n 

Pr
es

su
re

 (i
nc

he
s 

w.
g.

)

Fan Flow Rate (CFM)

W
atts

5.0

10.0

20.0

25.0

15.0




